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RCI Technologies is proud to offer an array of Bell 
Performance consumer products that will make your 
diesel engines run faster, run cooler, run longer and will 
help you save money, too!  Bell Performance products 
provide these benefits for many different types of 
household gas-run appliances and automobiles, such as 
lawnmowers, chain saws, boats, automobiles, trucks 
and related generators.  We are offering the following 
products that are especially designed to create the 
highest level of customer satisfaction for the following: 
 

Diesel Auto Engine 
Diesel Truck Engine 
Diesel Buses Engine 

Inboard/Outboard Marine 
 

 
 

 
PRODUCT OVERVIEW: 
Highly effective fungicide and bactericide for all types of diesel fuel. 
 
PRODUCT DETAILS: 
Designed to control growth of microorganisms found in drilling fluids, 
secondary and tertiary petroleum recovery, and hydrocarbon fluids.  
BELLICIDE is also effective algaecide for use in controlling the growth of 
algae, as well as bacteria and fungi. 
 
BELLICIDE can be used in fuel supply facilities and storage depots, diesel 
generators, marinas and marine storage facilities, home heating fuel and 
other hydrocarbon fuels exposed to storage and possible contamination by 
microbes. 
 
BENEFITS: 
BELLICIDE helps address problems normally associated with excessive 
contamination of fuels and fuel tanks by microbes, such as: 

¶ Filter plugging 

¶ Corrosion 

¶ Accelerated decomposition of fuels 
 
RECOMMENDED TREAT RATIOS: 

¶ Initial treat rate for heavily contaminated liquids is 2.3 pints (37 
oz.) of product per 1,000 gallons of contaminated liquid. 

¶ Maintenance treatment rate is 1 pint (16 oz.) to 1920 gallons of 
fuel (1 oz. to 120 gallons) 

¶ Destruction of bacterial growth may result in filter plugging; have 
spare filters available. 

¶ Always add BELLICIDE to tank prior to filling, to ensure good 
mixing. 

 
AVAILABLE PRODUCT SIZES 
16 oz. (treats 1,920 gallons of fuel or liquid) 
1 Gallon (treats 15,360 gallons of fuel or liquid) 
5 Gallon Pail (treats 76,800 gallons of fuel or liquid) 
55 Gallons Drum (treats 844,800 gallons of fuel or liquid) 

 
PRODUCT OVERVIEW: 
Resurfaces metal by filling scratches, scores, voids, and Imperfections, to 
dramatically reduce friction and wear. Conditions both the metal and the oil. 
 
PRODUCT DETAILS: 
A concentrated additive which resurfaces metal surfaces in the engine by 
filling scratches and wear, greatly reducing friction. Also contains a premium 
platter of additive ingredients to improve oil detergency, clean metal 
surfaces and protect surfaces during start-up. Mix with your choice of oil and 
substitute for your final quart of oil during your oil change. 
 
BENEFITS: 

¶ Protects against dry starts  

¶ Increases engine performance  

¶ Increases mileage  

¶ Quiets the engine  

¶ Reduces harmful emissions  

¶ Reduces friction  

¶ Reduces engine wear  

¶ Seals the rings  
 

RECOMMENDED TREAT RATIOS: 
Use 1 oz. per quart of oil in: 

¶ Air compressors 

¶ Air conditioning Compressors 

¶ Wheel bearings (oil bath) 

¶ Hydraulic systems (do not exceed 20 oz.) 

¶ Small engines 

¶ Differentials 

¶ Gearboxes 

¶ Manual transmissions 

¶ Industrial bearings 

¶ Power steering 
 

AVAILABLE PRODUCT SIZES 
8oz bottle 
1 Gallon 
5 Gallon Pail 

 
 
 

 
 
 

 
PRODUCT OVERVIEW: 
Concentrated formulation designed to stabilize and prevent the aging of all 
types of diesel fuel. 
 



PRODUCT DETAILS: 
Formulated to prevent the problems associated with fuel aging and 
breakdown resulting from storage of fuel for long periods of time. Reduces 
the formation of harmful sludge and sediments in stored diesel fuel. Also 
reduces filter plugging problems associated with shellac and varnish 
deposits formed during fuel storage. Addition of DEE-ZOL LIFE to diesel 
fuel enables the fuel to meet and/or exceed U.S. Military and ASTM Storage 
Standards.  
 
BENEFITS: 

¶ Prevents fuel from aging and darkening 

¶ Prevents fuel from darkening 

¶ Reduces potential of black exhaust smoke. 

¶ Inhibits rust formation. 

¶ Deactivates metals in fuel. 

¶ Reduces sludge and sediment formation  

¶ Disperses water  

¶ Reduces filter plugging due to shellac and varnish deposits  

¶ Improves ease of starting  
 

RECOMMENDED TREAT RATIOS: 

¶ 1 quart to 500 gallons of diesel fuel. 

¶ 1 gallon treats 2,000 gallons of fuel. 

¶ Always add DEE-ZOL LIFE to fuel tank prior to filing. 

¶ If added to existing fuel, recirculation (or mixing) required. 
 

AVAILABLE PRODUCT SIZES 
32 oz. (treats 500 gallons of fuel or liquid) 
1 Gallon (treats 2,000 gallons of fuel or liquid) 
5 Gallon Pail (treats 10,000 gallons of fuel or liquid) 
55 Gallon Drum (treats 110,000 gallons of fuel or liquid) 

 
 
 

 
 
 

 
PRODUCT OVERVIEW: 
Treatment used to solve storage, handling and water problems of biodiesel. 
 
PRODUCT DETAILS: 
BIO-DEE-ZOL additive for Biodiesel blends combines powerful water-
control properties with state-of-the-art active ingrents to prevent the 
problems fo Biofuel instability and decomposition.  It is formulated to provide 
exceptional benefits for Biofuel blends with Bio-portions meeting the ASTM 
D-6751 standard.  Blends not meeting the ASTM D6751 standard may 
require treat ratio adjustment. 
 
BENEFITS: 

¶ Eliminates water and moisture. 

¶ Prevents corrosion from metal catalysts in the Biofuel. 

¶ Inhibits peroxide formation and minimizes effects of peroxide 
degradation in Biofuels. 

¶ Prevents Biofuel degradation and improves Biofuel stability. 

¶ Protects against fuel becoming rancid by improving the 
rancimant rating of Biodiesel. 
 

RECOMMENDED TREAT RATIOS: 

¶ 1 quart treats 125 gallons; 1 gallon treats 500 gallons (for Biofuels 
meeting the ASTM D-6751 standard). 

¶ For blends above B20, increase treat rate. 

¶ For B50 blends, use double dosage (2 gallons to 500 gallons). 

¶ For blends approaching B100, use triple dosage (3 gallons to 500 
gallons). 
 

AVAILABLE PRODUCT SIZES 
32 oz. (treats 125 gallons of fuel or liquid) 
1 Gallon (treats 500 gallons of fuel or liquid) 
5 Gallons Pail (treats 2,500 gallons of fuel or liquid) 
55 Gallon drum (treats 27,500 gallons of fuel or liquid) 

 
 
 

 
 
 

 
PRODUCT OVERVIEW:  
For diesel fuel. Removes carbon deposits, eliminates algae and sludge, 
keeps injectors, rings, and valves clean with continuous use. 
 
PRODUCT DETAILS: 
Multi-purpose diesel fuel supplement that solves fuel related problems. 
Improves combustion, reduces emissions, lowers engine cetane 
requirement, controls water accumulation and cleans deposits. 
 
DEE-ZOL is especially formulated to solve all diesel related problems in low 
and high sulfur diesel fuels 
 
BENEFITS: 

¶ Increases Mileage  

¶ Keeps Injectors, Rings, and Valves Clean  

¶ Eliminates Algae and Sludge  

¶ Increases Available Horsepower  

¶ Reduces Downtime  

¶ Reduces Harmful Emissions  

¶ Reduces Downshifting  

¶ Stabilizes Fuel  
 
DEE-ZOL is a balanced formulation for all grades and brands of diesel fuel. 
It consists of a dispersant, moisture eliminator, detergent, combustion 
improving modifier, lubricant and fuel preservative. 
 
RECOMMENDED TREAT RATIOS: 
1 oz. to 10 gallons; 1 quart to 320 gallons. 
 
AVAILABLE PRODUCT SIZES 
16 oz. (treats 160 gallons of fuel or liquid) 
32 oz. (treats 320 gallons of fuel or liquid) 
1 Gallon (treats 1280 gallons of fuel or liquid) 
5 Gallons Pail (treats 6,400 gallons of fuel or liquid) 
55 Gallon drum (treats 70,400 gallons of fuel or liquid) 

 
 
 

 
 
 



 
PRODUCT OVERVIEW:  
Cetane booster for all types of diesel fuel. 
 
PRODUCT DETAILS: 
Diesel fuel combustion depends on the auto-ignition quality of the fuel. 
SUPER-TANE improves diesel fuel cetane rating from 4 to 8 points, thus 
improving fuel quality, combustion and engine efficiency. 
 
BENEFITS: 

¶ Decreases starting time  

¶ Reduces smoke and engine emissions  

¶ Increases engine efficiency  

¶ Increase acceleration performance  

¶ Slows fuel aging, thus reducing gum and shellac. 
 

RECOMMENDED TREAT RATIOS: 

¶ 1 oz. to 8 gallons of diesel fuel. 

¶ 1 quart to 250 gallons of diesel fuel. 

¶ 1 gallon to 1,000 gallons of diesel fuel. 
 

AVAILABLE PRODUCT SIZES 
32 oz. (treats 250 gallons of fuel or liquid) 
1 Gallon (treats 1,000 gallons of fuel or liquid) 
5 Gallons Pail (treats 5,000 gallons of fuel or liquid) 
55 Gallon drum (treats 55,000 gallons of fuel or liquid) 

 
 
 

 
 
 

 
PRODUCT OVERVIEW: 

For Diesel Fuel. Removes carbon deposits, eliminates algae and 
sludge. Keeps injectors, rings and valves clean with continuous use. 
 
Multi-purpose diesel fuel supplement that controls water accumulation 
in marine environment. Improves combustion, reduces emissions, 
lowers engine cetane requirement, controls water accumulation and 
cleans deposits. 
 

PRODUCT DETAILS: 
MARINE DEE-ZOL contains all of the features of regular Dee-Zol, and also 
has additional water control for exposure to water, more detergent for long 
periods of engine idling and increased fuel conditioning to extend storage 
time for fuel. 
  
BENEFITS: 

¶ Increases Mileage  

¶ Keeps Injectors, Rings, and Valves Clean  

¶ Eliminates Algae and Sludge  

¶ Increases Available Horsepower  

¶ Reduces Downtime  

¶ Reduces Harmful Emissions  

¶ Reduces Downshifting  

¶ Stabilizes Fuel  
 
MARINE DEE-ZOL is a balanced formulation for all grades and brands of 
diesel fuel. It consists of a dispersant, moisture eliminator, detergent, 
combustion improving modifier, lubricant and fuel preservative. 
 
RECOMMENDED TREAT RATIOS: 

¶ 16 oz. to 300 gallons 
 

AVAILABLE PRODUCT SIZES 
16 oz. (treats 300 gallons of fuel or liquid) 
32 oz. (treats 600 gallons of fuel or liquid) 
1 Gallon (treats 2,400 gallons of fuel or liquid) 
5 Gallons Pail (treats 12,000 gallons of fuel or liquid) 
55 Gallon drum (treats 132,000 gallons of fuel or liquid) 

 
 
 

 
 
 

 
PRODUCT OVERVIEW: 
Multi-purpose treatment for gasoline and gasoline-ethenol blends for marine 
applications. 
 
PRODUCT DETAILS: 
MARINE MXO additive for gasoline and gasoline-ethanol (gasohol) blends 
provides multi-function to improve quality and performance and reduce fuel-
related problems commonly seen in marine application. 
 
BENEFITS: 

¶ Disperses and controls water buildup. 

¶ Stabilizes fuel. 

¶ Provides extra injector deposit control. 

¶ Improves fuel combustion. 

¶ Adds lubrication for top-cylinder areas and injectors. 
 

RECOMMENDED TREAT RATIOS: 

¶ 1 oz. to 8 gallons of fuel 

¶ 1 gallon to 1,000 gallons of fuel 
 
Always add MARINE MXO to the fuel tank prior to the addition of new fuel 
to ensure good mixing of fuel and additive.  For extreme cases of water 
collection, drain the tank to remove collected water before addition of 
MARINE MXO to the fuel. 
 
AVAILABLE PRODUCT SIZES 
Single Treat (treats 10.42 gallons of fuel or liquid) 
16 oz. (treats 125 gallons of fuel or liquid) 
32 oz. (treats 250 gallons of fuel or liquid) 
1 Gallon (treats 1,000 gallons of fuel or liquid) 
5 Gallons Pail (treats 5,000 gallons of fuel or liquid) 
55 Gallon drum (treats 55,000 gallons of fuel or liquid) 

 
 

  



 
 
 
 
 
 
We offer absorption, protection and disposal in an array 
of compact portable Kits containing all you need for 
small spills up to 84 gallon spills.  Choose from: 

 
Xpress, 

Spill Center & 
Universal Spill Kits 

 
 
 

 
 

 
 
ITEM NUMBER:  
W900 
 
PRODUCT OVERVIEW: 
Provides supplies for numerous spill clean-up situations. 
 
DESCRIPTION:  

¶ Supplies easy to locate. 

¶ Highly Visible. 

¶ Decreases response time. 

¶ Safe and easy to use. 
 
CONTENTS: 

1   - Wall-mountable rack  
20 - Fiberlink universal heavyweight bonded pads in dispenser box 
4   - Fiberlink 48ò inch universal socks in dispenser box 
1   - XSORB Spill Clean-Up Absorbent in 6 qt. container  
1   - Biohazard Emergency Response Kit. 
1   - Full-length broom. 
1   - Dustpan and short-handled brush 
1   - Illustrated instructions 
 
 

 
 

 

 
 

  
 
ITEM NUMBER: 
PKPB8U 
 
PRODUCT OVERVIEW: 
Portable kit contains all you need for several small spills.  
 

DESCRIPTION: 

¶ Helps you achieve local and state compliance.  

¶ Keeps you prepared for almost any type of spill. 

¶ Stores easily behind driverôs seat in vehicles. 

¶ Packaged in an easy-to-see 18ò x 24ò plastic re-closable bag. 

¶ Contain all that you need to handle one large spill or several smaller 
spills. 

 
DIMENSION: 

Width: 18ò in. 
Height: 24ò in. 
Depth: 3ò in. 
Weight: 16 lbs.  

 
CONTENTS: 

1   - Yellow Self-closing Bag 
3   - Absorbent Sock (48ò) 
10 -Lightweight Poly Pads 
1   - Pair Safety Goggles 
1   - Dust Mask 
1   - Pair Nitrile Protective Gloves 
2   - Hazmat Labels 
2   - Disposable Bags with cable ties 
 
 

 
 
 

 
 

 
 
ITEM NUMBER: 
PKD208U 
 
PRODUCT OVERVIEW: 
Compact Portable kit contains all you need for spills up to 12 gallons. 
 
DESCRIPTION: 

¶ Kit absorbs up to 12 gallons. 

¶ Helps you comply with HAZWOPPER regulation 29 CFR 1910.120. 

¶ Easy to carry to the site of the spill. 

¶ Container and absorbents can be incinerated. 

¶ Container is U.N. Certified to HM-181. 
 
DIMENSION: 

Top Width: 20  7/8ò in. 
Height: 20  7/8ò in. 
Bottom Width: 16  11/16ò in. 
Weight: 35 lbs. 

 
CONTENTS: 

1   - 20 gal Lab Pack with lever lock lid. 
4   - Absorbent Sock (48ò) 
1   - Absorbent Sock (120ò) 
4   - Absorbent Pillos (8ò x 18ò) 
20 -Heavyweight Poly Pads 
1  - Pair Safety Goggles 
1   - Dust Mask 
1   - Pair Nitrile Protective Gloves 
1   - Emergency Response Guidebook 
3   - Hazmat Labels 
5   - Disposable Bags with cable ties 
 
 

 
 
 



 
 

 
 
ITEM NUMBER: 
PKD358U 
 
PRODUCT OVERVIEW: 
Compact Portable kit contains all you need for spills up to 16 gallons. 
 
DESCRIPTION: 

¶ Kit absorbs up to 16 gallons. 

¶ Helps you comply with HAZWOPPER regulation 29 CFR 1910.120. 

¶ Easy to carry to the site of the spill. 

¶ Container and absorbents can be incinerated. 

¶ U.N./D.O.T. rating: 1H2/X120/S, 1H2/X180/S 
 
DIMENSION: 

Top Width: 22  İò in. 
Height: 28  İò in. 
Bottom Width: 16  5/8ò in. 
Weight: 37 lbs. 

 
CONTENTS:  

1   - 30 gal Lab Pack with lever lock lid. 
4  - Absorbent Sock (48ò) 
2   - Absorbent Sock (120ò) 
2   - Absorbent Pillows (8ò x 18ò) 
40 - Heavyweight Poly Pads 
1   - Pair Safety Goggles 
1   - Dust Mask 
1   - Pair Nitrile Protective Gloves 
1   - Emergency Response Guidebook 
5   - Hazmat Labels 
10 - Disposable Bags with cable ties 
 
 

 
 
 

 
 

 
 
ITEM NUMBER: 
PKD658U 
 
PRODUCT OVERVIEW: 
Compact Portable kit contains all you need for spills up to 43 gallons. 
 
DESCRIPTION: 

¶ Kit absorbs up to 43 gallons. 

¶ Helps you comply with HAZWOPPER regulation 29 CFR 1910.120. 

¶ Keeps you prepared for almost any spill. 

¶ Container and absorbents can be incinerated. 

¶ U.N./D.O.T. rating: 1H2/X300/S. 
 
 
 
 

DIMENSION: 
Top Width: 31ò in. 
Height: 33 Ĳò in. 
Bottom Width: 26  7/16ò in. 
Weight: 100 lbs. 

 
CONTENTS: 

1   - 65 gal Overpack with screw-on lid. 
10 - Absorbent Sock (48ò) 
6   - Absorbent Sock (120ò) 
4   - Absorbent Pillows (8ò x 18ò) 
4   - Absorbent Pillows (14ò x 30ò) 
50 - Heavyweight Poly Pads 
2   - Pair Safety Goggles 
1   - Dust Mask 
2   - Pair Nitrile Protective Gloves 
1   - Emergency Resp. Guidebook 
10 - Hazmat Labels 
15 - Disposable Bags w/ cable ties 
 
 

 
 
 

 
 

 
 
 
ITEM NUMBER: 
PKD958U 
 
PRODUCT OVERVIEW: 
Compact Portable kit contains all you need for spills up to 84 gallons. 
 
DESCRIPTION: 

¶ Kit absorbs up to 84 gallons. 

¶ Helps you comply with HAZWOPPER regulation 29 CFR 1910.120. 

¶ Keeps you prepared for almost any large spill.  

¶ Container and absorbents can be incinerated. 

¶ U.N./D.O.T. rating: 1H2/X300/S. 
 
DIMENSION: 

Top Width: 31ò in. 
Height: 41 ıò in. 
Bottom Width: 26 1/16ò in. 
Weight: 100 lbs. 

 
CONTENTS: 

1   - 95 gal Lab Pack with lever lock lid. 
20 - Absorbent Sock (48ò) 
10 - Absorbent Sock (120ò) 
8   - Absorbent Pillows (8ò x 18ò) 
100 - Heavyweight Poly Pads 
4   - Pair Safety Goggles 
4   - Dust Mask 
4   - Pair Nitrile Protective Gloves 
1   - Emergency Response Guidebook 
10 - Hazmat Labels 
20 - Disposable Bags with cable ties 
 
 

 
 
 
 
 

 
  



 
 
 
Prevent corrosion and chemical reactions in fuel tanks 
by cleaning and drying the air entering the tank with this 
highly effective Safe Solutions Fuel Tank Breather. 
Color changes from blue to pink to indicate when the 
filter needs changing. 

 

 
 
 

 

 FUEL TANK BREATHER 
 
ITEM NUMBER: 
T6000 
 
PRODUCT OVERVIEW: 
Removes moisture, dirt particles and other contaminants 
 
DESCRIPTION:  

¶ Prevents corrosion and chemical reactions by cleaning and drying 
the air entering tanks.  

¶ Keep tanks contents pure.  

¶ Minimize maintenance costs.  

¶ Color change indicates when the filter needs to be changed.  
 
 

 
 

 

 

FUEL TANK BREATHER REFILL 
 
ITEM NUMBER: 
T6000R 
 
PRODUCT OVERVIEW: 
Remove moisture, dirt, and contaminants from fuel tanks. 
 
DESCRIPTION:  

¶ Moldable refill cartridge molds to interior of shell. 

¶ Refill for Fuel Tank Breather.  

¶ Color-change filter medium (from blue to light pink) indicates when 
a replacement is necessary. 

¶ Filtering agents absorb moisture and trap dirt particles. 
 
 
 

 
 
 
Select one of the following Diesel Fuel Testing products 
in order to determine its quality. 
 

Fuel Test Kit 
Bacterial Field Test Kit 

 

 
 

 

FUEL TEST KIT  
 
ITEM NUMBER: 
AL-FTK 
 
PRODUCT DETAILS: 
The Fuel Test Kit is used to determine fuel quality. Fuel container and 
shipping box included that meet all DOT and state requirements. 
 
Tests Conducted: 
API gravity, cetane index, D-86 distillation, Karl Fisher water, BUG TEST, 
pour point and flash point. 
 
EACH KIT CONTAINS:  

¶ (1) UN container for FTK 

¶ (1) 8 oz. glass jar-french square 

¶ (1) (K) 2 ½ foot hose 

¶ (1) New Orleans shipping label 

¶ (1) (K) large zip-lock bag 10 x 13 

¶ (1) Engine identification label 

¶ (1) (K) paper tube cyl. and (2) caps 
 
 

 
 
 

 

BACTERIAL FIELD TEST 
 
ITEM#: 
AL-BC 
 
PRODUCT DETAILS: 
The Bug Test kit allows for accurate semi-quantitative analysis of fuels for 
bacteria and fungus in the field. It replaces standard plate count techniques 
used in the laboratory. 
 
TESTING: 
A measured fuel sample is inserted into a sterilized serum bottle. After a set 

time period a color change is compared with the Bug Test Color chart.  



 
DESCRIPTION: 
All SPI Products absorb and solidify Hydrocarbons, Oils, Solvents, Fuels 
and PCBs, locking them into an irreversible rubber-like solid. 
 

Petro-Plug
®
 Protects drains from: 

 Gasoline Transformer Oil Jet A Fuel 
 Diesel Motor Oil Cable Oil 
 #4 Oil Hydraulic Oil Kerosene 
 Crude Oils Lubricating Oils PCBôs... Etc. 
 
 
PRODUCT OVERVIEW: 
Fast absorption, Totally Hydrophobic, Non Biodegradable, Non Toxic, Will not 
release liquid under pressure, Can be land filled or Incinerated. 
 
HOW DOES THE SPI PRODUCT WORK? 
Water enters through the top of the Petro-Plug

®
 and filters down to the 

patented filtration plugging media. When oil sheen is present in the discharge 
water the filtration media will remove most contaminants to non- detectable 
levels. In the event of an oil spill from one ounce to 100 gallons the Petro-
Plugôs

®
 plugging media kicks in and forms an instant plug preventing any 

discharge. 
 

 
 
 

PETRO-PLUG® 
 
ITEM NUMBERS: 
PP-306 
PP-308 
PP-310 
 
PRODUCT DISCRIPTION: 
The Petro-plugÈ is designed to fit into standard 3ò floor drains allowing 

water to drain while filtering out oil sheen.  The patented Petro-plug® seals 

on contact with hydrocarbons, shutting off any flow into sewer lines, sump 

pits, oil/water separators, catch basins, etc. 

The Petro-plug® is constructed from rigid PVC for strength and durability.  
The Petro-plug® has a unique Twist-Lock top which provides a water tight 
seal allowing it to be installed or removed quickly. 
 
FLOW RATE: 
3 quart/min 
 
DIMENSION: 
3" Diameter x 6" Length 
3" Diameter x 8" Length 
3" Diameter x 10" Length 
 
FINISH: 
Polyvinyl Chloride (PVC) 
 

 
 
 

PETRO-PLUG® 
 
ITEM NUMBERS: 
PP-406 
PP-408 
PP-410 
 
PRODUCT DISCRIPTION: 
The Petro-plugÈ is designed to fit into standard 4ò floor drains allowing 

water to drain while filtering out oil sheen.  The patented Petro-plug® seals 

on contact with hydrocarbons, shutting off any flow into sewer lines, sump 

pits, oil/water separators, catch basins, etc. 

The Petro-plug® is constructed from rigid PVC for strength and durability.  
The Petro-plug® has a unique Twist-Lock top which provides a water tight 
seal allowing it to be installed or removed quickly. 

 
FLOW RATE: 
1 gal/min 
 
DIMENSIONS: 
4" Diameter x 6" Length 
4" Diameter x 8" Length 
4" Diameter x 10" Length 
 
FINISH: 
Polyvinyl Chloride (PVC) 
 

 
 
 

SPI OIL-BOND 
 
ITEM NUMBER: 
P-10 
B-40 
 
PRODUCT DESCRIPTION: 
A patented media that absorbs and solidifies hydrocarbons, oils, solvents, 

fuels and PCBôs, locking them into an irreversible, rubber-like solid. 

For open spills, Oil-BondÊ can be applied directly onto the liquidôs surface 
using a variety of different types of air pressure equipment.  The particulate 
will not absorb water and will only work when it comes in contact with 
Hydrocarbons.  As the oil is absorbed into the particulate, it turns a darker 
shade.  Once the particulate stops changing colors, enough material has 
been used. 
 
ITEM NUMBER: P-10 B-40 

CONTAINER: Pail Bag 

ABSORTION CAPACITY: 8 gallons 32 gallons 

GROSS WEIGHT: 10 lbs. 40 lbs. 

 

 
 
 

PETRO-PIPE®  
 
 
ITEM NUMBER: 
PIFH-616 
 
PRODUCT DESCRIPTION: 
The 6ò Petro-PipeÈ is designed to fit into a 7ò flanged housing unit, installed 

at a 25° slope, allowing water to drain while filtering out oil sheen.  The 

patented Petro-Pipe® seals on contact with hydrocarbons, shutting off any 

flow into sewer lines, sump pits, oil/water separators, catch basins, etc. 

The Petro-Pipe® is constructed from rigid PVC for strength and durability.  
The Petro-Pipe® has a removable replacement cartridge which screws into 
the flanged housing unit, allowing it to be easily replaced once water flow 
has been significantly reduced.  It also has a pre-filter designed to trap fine 
debris from getting to the oil stopping media.  As routine maintenance, this 
floss should be cleaned or changed when restricted water flow is noticed. 
 
FLOW RATE 
4-5 gallon/min at 25° slope 
 
DIMENSION: 
6" Diameter x 16" Length Flanged, with 7 inch housing ready to be cast into 
concrete 
 
FINISH 
Polyvinyl Chloride 
 
OPTIONS 
6ò Replacement Cartridge ï PIF-616 
7ò Flanged Housing ï PIH-616 
 

 
 



 
 

RCI WASTE DISPOSAL  KIT  

 

 
 
PRODUCT NUMBER: 
HWCK-2.5 
 
PRODUCT DESCRIPTION: 
RCI Technologiesô Hydrocarbon Waste Conversion Kit is designed to 
convert small quantities of hazardous fuel/water mixtures, generated from 
cleaning diesel fuel in standby generator tanks and other fuel applications 
using RCIôs patented Fuel Purifier, into non-hazardous solids and water.  
The kit contains enough materials to convert approximately 2.5 gallons of 
hydrocarbon. 
 
PRODUCT PROCESS: 
The conversion consists of a four-step process: 
 
First, the fuel/water mixture is safely removed from the bottom of the fuel 
purifier into a 1-gallon plastic collection container.  Protective gloves and 
goggles should be worn at all times during this process. 
 
Second, a dry oil bonding material is applied onto the surface of the oily 
mixture.  This material absorbs any free-floating hydrocarbon and converts it 
into a non-leaching solid.  It does not react with water.  As the fuel is 
absorbed by the material, it turns a darker shade.  
 
Third, the solid is peeled from the surface of the liquid and disposed in an 
appropriate manner consistent with local regulations. 
 
Fourth, the remaining liquid is poured from the collection container through 
the Sheen Filter Tube into the 5-gallon pail, where any remaining 
hydrocarbons are further removed.  During this process, the Sheen Filter 
Tube is placed over the 5-gallon pail so that the water exiting the tube is 
collected for final visual inspection before disposal.  Third-party laboratory 
tests have shown this water contains less than 1 ppm (part per million) total 
hydrocarbons. 
 
ABSORPTION CAPACITY: 
2.5 gallons 
 
CONTENTS: 
5 gallon storage pail  
1 gallon collection container 
P.25 ï 32oz. pk. of Oil-BondÊ 
SFT ïSheen Filter Tube 
SP1212 ï 12ò x 12ò solidifying pad 
Personal Protective Equipment 

- Goggles 
- Gloves 

 

 
 
 

RCI BIO -MAG  - Standard Series  

Magnetic Fuel Decontamination Unit 
 
 
 
 
 
 
 
 
 
 
 
 
 
PRODUCT NUMBER: 
BM-250 
BM-375 
BM-500 
BM-750 
BM-1000 
 
PRODUCT DESCRIPTION: 
The Bio-Mag is a powerful magnetic device designed to break up the 
colonies of microbiological growth in the system down to their original size, 
enabling them to pass individually through the conventional filtration system 
to be consumed in the engine combustion cycle.  By allowing the 
contamination to migrate through the conventional filters, it inhibits the on-
going colonization of any microbial growth, thus depleting the level of 
contamination in the storage tanks as well. 
 
The Standard series is designed for in-line use in systems where a flush 
mount application is preferable. 
 
Model BM-250 BM-375 BM-500 BM-750 BM-1000 

Approx. Flow 1 gpm 2 gpm 4 gpm 8 gpm 15 gpm 

Port Size ¼" 3/8ò ½" ¾ò 1ò 

Width 4ò 4ò 5ò 5ò 5ò 

Depth 1 5/8ò 1 5/8ò 2ò 2ò 2ò 

Height 3 ¼" 4ò 5ò 5ò 5 ¼ò 

Weight 1.2 lbs. 1.4 lbs. 3 lbs. 3 lbs. 3 lbs. 

 
FINISH: 
White powder coat 
 
OPTIONS: 
Marine grade aluminum 
Steel / Stainless steel 
 

 
 

Bio -Mag - Cylinder Series  

Magnetic Fuel Decontamination Unit 
 
 
 
 
 
 
 
 
 
 
 
PRODUCT NUMBER: 
BM-C500 
BM-C750 
BM-C1000 
BM-C1500 
BM-C2000 
 
 



PRODUCT DESCRIPTION: 
The RCI Bio-Mag is a powerful magnetic device designed to break up the 
colonies of microbiological growth in the system down to their original size, 
enabling them to pass individually through the conventional filtration system 
to be consumed in the engine combustion cycle.  By allowing the 
contamination to migrate through the conventional filters, it inhibits the on-
going colonization of any microbial growth, thus depleting the level of 
contamination in the storage tanks as well. 
 
The Cylinder series is designed for use in automotive or in-line applications 
where mounting is not feasible. 
 
PRODUCT NO.: BM-C500 BM-C750 BM-C1000 BM-C1500 BM-C2000 

APPROX. FLOW: 4 gpm 8 gpm 15 gpm 33 gpm 58 gpm 

PORT SIZE: İò ¾ò 1" 1 İò 2ò 

WIDTH: 10ò 10ò 11 ¼ò 16 ıò 16 ıò 

DIAMETER: 1 ½ò 1 İò  2ò 3 İò 3 İò 

WEIGHT: 2.2 lbs. 2.2 lbs. 3.9 lbs. 15.4 lbs. 15.4 lbs. 

 
FINISH 
White powder coated steel  
 
OPTIONS 
Marine grade aluminum 
Steel / Stainless steel 
 
 

 
 

Flexible Fuel Line - Barbed Series  

Magnetic Fuel Decontamination Unit 
 
 
 
 
 
 
 

 
PRODUCT NUMBER: 
BM-FXB250 
BM-FXB375 
BM-FXB500 
 
PRODUCT DESCRIPTION: 
The Bio-Mag is a powerful magnetic device designed to break up the 
colonies of microbiological growth in the system down to their original size, 
enabling them to pass individually through the conventional filtration system 
to be consumed in the engine combustion cycle.  By allowing the 
contamination to migrate through the conventional filters, it inhibits the on-
going colonization of any microbial growth, thus depleting the level of 
contamination in the storage tanks as well. 
 
The Flexible Fuel Line - Barbed series is designed for use on trucks, vans, 
cars, tractors and smaller boats with plastic fuel line applications.  These 
units, produced with barbed ends, should be installed prior to the fuel filter.  
 
PRODUCT NO.: BM-FXB250 BM-FXB375 BM-FXB500 

APPROX. FLOW: 1 gpm 2 gpm 4 gpm 

PORT SIZE: ¼" 3/8ò ½" 

WIDTH: 4ò 4ò 5ò 

DEPTH: 1 5/8ò 1 5/8ò 2ò 

HEIGHT: 3 ¼" 4ò 5ò 

WEIGHT: 1.2 lbs. 1.4 lbs. 3 lbs. 

 
FINISH: 
White powder coat 
 
OPTIONS: 
Marine grade aluminum 
Steel / Stainless steel 
 

 

Flexible Fuel Line ð Threaded Series  

Magnetic Fuel Decontamination Unit 
 
 
 
 
 
 
 

 
PRODUCT NUMBER: 
BM-FXT250 
BM-FXT375 
BM-FXT500 
 
PRODUCT DESCRIPTION: 
The Bio-Mag is a powerful magnetic device designed to break up the 
colonies of microbiological growth in the system down to their original size, 
enabling them to pass individually through the conventional filtration system 
to be consumed in the engine combustion cycle.  By allowing the 
contamination to migrate through the conventional filters, it inhibits the on-
going colonization of any microbial growth, thus depleting the level of 
contamination in the storage tanks as well. 
 
The Flexible Fuel Line - Threaded series is designed for use on trucks, 
vans, cars, tractors and smaller boats with plastic fuel line applications.  
These units, fitted with NPT or BSP threaded fittings should be installed 
prior to the fuel filter.  
 
MODEL BM-FXT250 BM-FXT375 BM-FXT500 

APPROX. FLOW 1 GPM 2 GPM 4 GPM 

PORT SIZE ¼" 3/8ò ½" 

LENGTH 4ò 4ò 5ò 

DEPTH 1 5/8ò 1 5/8ò 2ò 

 
FINISH: 
White powder coat 
 
OPTIONS: 
Marine grade aluminum 
Steel / Stainless steel 
 
 

 
 

High Volume Flanged Series  

Magnetic Fuel Decontamination Unit 
 
 
 
 
 
 
 
 
 
PRODUCT NUMBER: 
BM-HVSF1250 
BM-HVSF1500 
BM-HVSF2000 
BM-HVSF2500 
BM-HVSF3000 
BM-HVSF4000 
BM-HVSF5000 
BM-HVSF6000 
 
PRODUCT DESCRIPTION: 
The Bio-Mag is a powerful magnetic device designed to break up the 
colonies of microbiological growth in the system down to their original size, 
enabling them to pass individually through the conventional filtration system 
to be consumed in the engine combustion cycle.  By allowing the 
contamination to migrate through the conventional filters, it inhibits the on-
going colonization of any microbial growth, thus depleting the level of 
contamination in the storage tanks as well. 
 



The Bio-Mag High Volume Steel Flanged series is primarily used for bulk 
storage and bunker ship applications.  It should be installed according to 
ABS Ship Construction standards and guidelines. 
 
Model BM-

HVSF
1250 

BM-
HVSF
1500 

BM-
HVSF
2000 

BM-
HVSF
2500 

BM-
HVSF
3000 

BM-
HVSF
4000 

BM-
HVSF
5000 

BM-
HVSF
6000 

Approx. Flow 
(@ 4bar) 

330 
gpm 

440 
gpm 

880 
gpm 

1500 
gpm 

2200 
gpm 

3525 
gpm 

5285 
gpm 

7925 
gpm 

Port Size 1 ¼" 1 ½" 2" 2 ½ò 3ò 4ò 5ò 6ò 

Length 18.7ò 18.7ò 18.9ò 20ò 20.9ò 27.1ò 27.1ò 27.4ò 

Diameter 5 ½ò 5.9ò 6 ½ò 7.3ò 7.9ò 8.7ò 9.8ò 11.2ò 

Weight 17.2 
lbs. 

18.7 
lbs. 

22.7 
lbs. 

30.4 
lbs. 

41.2 
lbs. 

72.3 
lbs. 

75.4 
lbs. 

122.4 
lbs. 

 
Finish 
Welded steel construction 
 
Material 
ASTM A 106-9A Gr. B 
 
Welding Spe 
ASME 1X 
 
Flange Type 
Standard 150 lb. table 
 
Rating 
25 bar 
 
ISO Class 
NSI 16 5 (ISO) 
 
Flow 
Consistent with requirements of ABS Ship Construction Rules for fuel piping 
systems with a maximum working pressure of 16 bar. 

 

 
 

PETRO BO X 

 
 
 
 
 

 
ITEM NUMBER: 
PB-204 (FRS Retrofit Option) 
 
PRODUCT DISCRIPTION: 
The PB-204 Petro-Box® is designed as an RCI FRS option to fit into a 
customized İò NPT drain port, allowing water to drain while filtering out oil 
sheen and diesel fuel.  The patented Petro-Box seals on contact with 
hydrocarbons, shutting off any flow into sewer lines, sump pits, oil/water 
separators, catch basins, etc.  The RC-PB-204 Petro-Box is constructed 
from rigid PVC for strength and durability. 
 
FLOW RATE 
2 qt/min 
 
INLET 
İò  
 
HEIGHT 
2ò  
 
WIDTH 
4ò

LENGTH 
8ò 
 
FINISH  
Polyvinyl Chloride (PVC) 
 
PRODUCT 
RCI Petro-Box 
 
OPTIONS 
FRS Bottom-mount retrofit kit 

 

 
 

UNIVERSAL FUEL PURIFIERS  

The RCI Technologies purifier is a simple one step unit that removes 100% 
of the free water and 95% to 98% of dust, dirt, and other normal and natural 
contaminates found in all diesel fuel. Even todayôs ñcleanò diesel fuel will 
easily become contaminated during transportation and storage. 
 

FP 50 FP 80 FP 400 FP 700 FP 800 

 
 

 
 

 
 

 
 

 
 

Small/Mid-Size 
Marine & Sports 

Equipment 

Small Diesel 
Engines 

Gen Sets, Heavy Duty 
Diesel Trucks, 

Machinery, Agricultural 
Equipment 

Marine 
Equipment 

Stationary Diesel 
Pumps & 

Equipment 

 
 

FP 1000 FP 1500 Base Stand 

 
 

 
 

 
 

Diesel Pumping Stations, 
Fuel Docks, Diesel 

Locomotives 

Large Pumping Stations, 
Aircraft Fueling, Fuel Docks 

Optional for units FP 1000 & 
FP 1500 

 
 

FP 2000 FP 3000 FP 4000 

 
   

Larger Pumping Stations, 
Aircraft Fueling, Fuel Docks 

Larger Pumping Stations, 
Aircraft Fueling, Fuel Docks 

Larger Pumping Stations, 
Aircraft Fueling, Fuel Docks 

***Visit our website www.rcitechnologies.com for full description of the Universal 

Fuel Purifier features, upgrades and options. 

 

 


